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Size Length (L1) Width (W) Max. Thickness (T) Termination Band (L2)

0402
C04

0504 1.12  ~ 44 8

0505 1.4 1 1.27 5

RF0505 1.45  ~ 8

C11 1.334  ~ 53 8

0603 6 6 36

C06 9 8 32

C07 19 2.813 21 2

0805 54

C08 16 11 54 14

0907 12 1.8 12 6

1005 1.27 54

1111 2.79 2.79 15 1.78 7 25

RF1111 2.79 15 2.59

C17 21 2.813 21 2.667 1.2 47

C18 3.14 29 2.946 26 2.667 1.2 47

1206 68

1210 8

1515 5 5 3 13 15 1

1808 8

1812 2 3.2  ~ 125 1

1825 2 4.2  ~  

2020 6 6 4.5  ~  18

2220 6 4.2  ~  165

2211
2215 2

2221 5 5 15 1.143  ~

2225 6 4.2  ~  165 5

C22 5.734 26 6.37 28 3.467  ~

2520 6.35 4.57  ~  18 45

RF2525 5.84 6.35 15 4.19 165 45

3333 8.38 7 8.38 7 6.35  ~ 25 15 1.143  ~

3530 8.89 8 7.62 5 15 1.143

3640 4.5 8

C40 9.732 32 8.665 29 3.467  ~  

4040 7.62

4540 11.4 3 7.62  ~  

5440 13.7 7.62  ~  

5550 7.62

6560 16.5 33 15.2 7.62

7565 19.1 38 16.5 3 7.62

8060 4.2 165

T

L2

L1

W

Chip dimensions
1. For FlexiCap™ terminations, length increase by maximum 0.004” (0.1mm).
2. For special ranges, inc. High Q and Ultra-low ESR, dimensions may vary. See individual catalogue page.
3. High Q and Ultra-low ESR ranges dimensions may vary for optimum performance.
4. Non-standard thicknesses are available – consult local Knowles Capacitors Sales Office.


